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I. APPLICATION: Refer to data sheet for more detail application information.

The Model C-30 is a differential temperature control for use with solar DHW or
space heating systems. The C-30 output operates a pump or fan to perform solar
collection. Standard features include a field adjustable storage high temperature
limit (105-212°F), and field selectable Recirculate freeze protection. Other fea-
tures include an ON/OFF/AUTO mode switch, "POWER ON" and "QUTPUT" L.E.D. indicators.

#* For drain—-down systems use C30-15-2F.

* For solar pool, spa or hot tub systems, use C35.

* For temperature monitoring plus differential comntrol,
specify C100 (DHW) or C120 (space heating).

IT. INSTALLATION:

Installation must be performed by trained service personnel, and in accordance
with NEC and local codes.

CAUTION
Disconnect all power during C30 installation.

.1 . MOUNTIEG:
____ Choose a centralized location which minimizes wiring runs. Ensure sufficient
: side to side clearance to allow screwdriver access to cover screws and access Lo

- the mode switch., Actual mounting to wall is via two wood or sheet metal screws,
PUMP MOUNTING: C30 attaches directly via I,E. Fit Kits to Taco 006, 007, 008
and Grundfos UPS 20-42F, UP 25-425F, UP 26-64F, UP 25-64SF, UM 25-188U0. Fit
Eits contain all necessary hardware and instructions.
VALYE MOUNTIEG: Fit Kits are available for mounting to Sunspool valves.
2,1LINE VOLTAGE WIRING:
Refer to wiring label. Wire size and type depends on load size, horsepower and
local codes. Label shown is for 120VAC model. For 230VAC model, see label on
inside cover of C30.
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