OPTIMA

High Efficiency

Attractive Design m—
10 Year Full Warranty s

The Movan Optima collector series is noted for its
aesthefic appearance as well as its perfect balance
between cost and performance. Only 4% deep, the
slim profile is compatible with all architectural styles.
Each panel is coated with a metallic bronze silicone
polyester paint finish which is baked on for durability,

The unique two-piece extruded aluminum frame offers
maximum structural strength, minimum weight, and
excellent integrity against unwanted air or moisture
intrusion, The glazing cap strip is easily removed from
the face of the collector, allowing access to the glazing
without removing the collector from operation. This cap
strip is available in two styles, including a special
flashing option. Although this flashing strip should not be
utilized for a "recess”™ mounting system, it does allow
the installer to provide a smooth, unbroken appearance
between adjacent collector panels.

Structural mounting is made simple and secure by the
integral mounting frack running around the entire
perimeter of the collector. A 3/8" bolt or jam nut can be
inserted into the track, and connections made to
mounting kit components without penetrating the frame.

The solid copper absorber plate, coated with selective
black chrome, has proven to be a very durable and
efficient combination in countless applications, offering
maximum heat conductivity and compatibility with all
fluids. The soft texture tempered cover glass has a
glare-free appearance and offers the best resistance fo
environmental conditions. It is also low-iron safety glass
for performance and safety. These durable materials,
combinad with high temperature EPDM rubber seals and
stainless steel hardware make the QOptima the choice for
long-term performance, appearance, and reliability

The Optima collector series is covered by a full ten-
yvear warranty against defects in material and
workmanship as well as malfunction or failure to
perfarm. This warranty covers parts, labor, and
shipping, and may be transferred. A standard three year
limited warranty covers corrosion of the absorber plate,
unless it is installed in a complete Novan system which
is charged with Brayco BB8 heat transfer fluid. In this
case, the collector is covered by a full six-year
corrosion warranty. This warranty also covers parts,
labor and shipping, and can be transferred. Flease refer
to the actual warranty, available on request, for
complete details.
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GEMERAL DATA

Caollector Weight: 86: B5 Ibe, 98: 97 |bs, 498 140 ks, §98: 180 |bs.
Fluld Capacity: B6: 3-1/4 gls. 98: 3-3/8 gls. 498: 4-3/4 gls. 698: 6-3/4 gts.
Recommendad Flow Rate: Oi or Silicone: 1 to 4 apm

Water ar Aguecus Glycol: |5 to 2 gpm

Max, Working Pressure: 150 psi

ABSOREER PLATE

Material: Al copper alloy

Tube Sire: 3/8"

Tube Spacing: 27 on cenber

Manifold: Internal 1" type M

Manifold Length: 86, 98: 38.5" 498: 49" 698: r2-11/16"
Manifold Center-to-Center Dimensiona: 86 80-3/8" 98, 488, 608: 93-3/8'
Coaling: Flat black paint — Absorptvity: 95 Emmiasivity: BT [ Series)

Optional Coating: Black chrome — Absorplivity: 95 Emmissiity: 076 (50 Series)
OVERALL DIMENSIONS

Length: BE& or 98 inches jadd 1/2" for flange option)

‘Width 86 & 98: 36" 498: 46.5" (add 1/2" for flange option) 688: 70-1/16"
Depth: 4-1/4 inches

Gross Area: BG: 21.5 sq, 0. 98 24.5 5q. it 498; 31.06 sq. ft. 698: 47.6 5q. fi.
Nt Area: BB 18.9 5q. 1L 98 21.7 5q. it 498: 28.6 sq. ft. 698: 43.43 =q. ft.
TRANSPARENT COVER

Material: Low iron pattemed lempered glass

Mumber of Covers, One

Thickness: B6 & 98: 1/87 498:; 3/16" 698: 1/8" {2 Sheets)

Solar Transmitlance: 90.1%

Gaskat: Seambess EPDM esxtrusion

MAIN FRAME

katerlal. 60E3 TS Extruded aluminum

Standard: Baked bronze enamel finish

Swdewall: 17 Polyisocyanurate foam with aluminum fod facing [FRE)

Bottom: 1" unbonded liberglass insulation and 17 liberglass reinforced Polbvisocyanurate
loam with alumimum foil tacing (R12)

Hardware: Black owide plated stainkess steel
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